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Inflatable Attractions 
Set-up Procedures 
The site selected for set-up should be clear of debris and overhead obstructions.  
Roll out the inflatable and make sure it is fully stretched out.  Anchor the 
inflatable according to the manufacturer’s specifications. Attach the blower(s).  
Before plugging in the blower(s) make sure the power cord and receptacle are 
the proper voltage and amperage. 
 
Daily Pre-Opening Inspection 
Check the ride and surrounding area for debris.  Make sure the blower(s) and all 
anchoring devices are attached properly.  Inspect the blower(s) for proper guards 
and shields.  Check all electrical cords for defects and proper connections.  
Inflate the ride and check inside and outside for rips, tears and debris.  Check for 
signs of aging and cracking.  A warning sign stating the rules must be present in 
good condition, legible and visible to riders. 

 
Operating Procedures 
Each operator should read and understand the operator’s manual.  The ride 
should not be operated in high winds.  Most manufacturers set a maximum 
allowable wind limit (usually 25 mph or less).  Riders must remove their shoes 
and loose or sharp objects including facial jewelry.  The rated capacity of the ride 
should never be exceeded.  The operator should always watch the riders and not 
allow any horseplay.  All posted rules should be strictly enforced. 
 
Maintenance and Repairs 
All maintenance or repairs should be done in accordance with the manufacturer’s 
specifications.  Materials used for repairing should be obtained from or 
recommended by the manufacturer.  All repairs and materials used in repairs 
must be documented in a maintenance log. 
 
Emergency Procedures 
Emergencies can arise for various reasons.  The owner/operator of an inflatable 
device should have an emergency procedure policy.  During an emergency the 
operator should remain calm and help the patrons exit the ride quickly, but in a 
safe orderly fashion. 
After everyone has exited the ride, the company’s policy for shutting down a ride 
should be implemented.  Before the ride is to be put back in service a qualified 
inspector should inspect it. 
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