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Introduction
Sea Eagle kayaks are tough and reliable in many conditions,
and will last many years with minimal care.

SE-330

Our Go Anywhere SE-330 is great for lake and stream
paddling as well as play in the ocean and up to class 3
whitewater. It features three main air compartments, inflatable
bow and stern spray skirts and two seats. Both the center
inflatable seat can be replaced with Deluxe Kayak Seat.

Explorer 340x, 380x and 420x

With their rugged 1000 denier hull material, these kayaks can
handle up to class four rapids as well as rough ocean surf.
They both feature a removable inflatable floor and four large
drain valves. An optional directional stabilizer can be added
for sea kayaking or lake paddling.

Valves 
Halkey-Roberts Valve - 

For Explorer 340x, 380x & 420x 

The valve cap unscrews to reveal the
yellow valve stem. When this stem is
in the up position as shown the valve
retains air.  This is the position for
inflation.

Use the Halkey-Roberts adapter
included in the repair kit with your boat
to inflate this valve. The adapter fits
into the hose of any of our pumps.

Push the adapter into the valve and
turn to the right to lock it in position.

To deflate the air chamber, push the
yellow valve stem in with your thumb
and turn to the right to secure it in the
down position. This will let the air
out of your boat. 

Pipe Valve: 
All Kayaks

Sea Eagle pipe valves are simple,
reliable and compact. Insert the large
cone-shaped nozzle on your pump to
inflate.   

To close, tightly pinch the pipe section
of the valve with your forefinger and
thumb while you remove the pump
nozzle from the valve. Squeeze tightly,
and hold the valve at the very bottom
so little air seeps out while you plug
the valve.

Once the valve is plugged it can be
pushed down into the chamber and
out of the way. Getting this right might
take a few attempts, but it becomes
second nature quickly.

Deluxe One-Way Valve 

This one-way valve makes inflation
easier. The outer cap of the one-way
valves makes the permanent seal, and
must be fastened firmly. Be sure the
threads are not crossed when
tightening the cap or screwing the

valve base. Also check to make sure there is no sand or dirt
that could break the seal.

To inflate your boat, simply place the
large round nozzle into the valve.
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To deflate, unscrew the inner valve
and remove. Most of the air will rush
out in a minute or two, and any
remaining air will be forced out when
the boat is rolled up for storage.

Pumps
A-41 bellows pump - This pump is
used for all our products and is one of
the best on the market today. Attach
the hose to the valve on the right side
of the pump (as shown on the picture)
to inflate. The nozzle adapters allow
you to either inflate our small pipe
valves on the floor and seats or the

deluxe one-way valves on our main chambers. We firmly
recommend you always carry your A-41 on board for safety.

MB-50 electric pump - Sea Eagle
330 - The MB-50 electric pump works
with a 12 volt car or marine battery to
inflate your Sea Eagle. The star
shaped valve set and the blue
deflation cap are not needed for the
SE-330.

Make sure your pump is off, and insert
the cigarette lighter adapter into your
car’s cigarette lighter. If your battery is
weak you might want to keep your
engine running. 

The MB-50 needs no extra nozzles to
inflate the main air chambers of your
SE-330. Just insert the pump into the
valve and switch it on. Use the plastic
extender tube and the large nozzle to
inflate the seats. Do not drop your
pump or move it suddenly while it is
on.

MB-100 High Pressure Electric
Pump -  For use with the Explorer
Series hulls. Make sure your pump is
off, and hook the red positive alligator
clip to the positive side of your
battery. Hook up the negative clip to
the negative side of your battery.

Adjust the pressure dial on the MB-
100 pump to 220 milibar, or 3.2 PSI
as shown, and plug the hose into the
valve opening above the dial for
inflation. The other valve opening on
the other side of the pump is for
deflation, which is not necessary with
our boats.

Self Bailing Drain Valves
Sea Eagle 330 - The SE-330 has one
drain valve at the stern. It should be
left closed for dry paddling or opened
for ocean or mild whitewater (up to
class 3)

Explorer 380x, 340x and 420x -
These kayaks contain two drain valves
at the stern and two more at the bow.
Unscrew them to the left for use in the
ocean surf or up to class 4
whitewater.The Explorer 380x,340x
and 420x will take on some water
when the valves are opened, but they

will self bail when the kayak is flooded.

It is best to keep the valves closed for
use in calm water to ensure dry
paddling.

Straight Arrow Directional Stabilizer
This accessory greatly improves the tracking ability of our
explorer kayaks in flat water. It also speeds up your paddling
by its flexible fishtail-like action in the water. It can be easily
removed for use in conditions where fast turning is more
important than tracking, such as ocean kayaking and
whitewater.

Old Style Directional Stabilizer - 

The Old Style Directional Stabilizer is for 2003 and older
models of our Explorer Kayaks.

To install, first locate the two
fabric loops at the rear of
your 380x, 340x or 420x on
the bottom of the floor. Use
a flathead screwdriver to
hold the material of the
loops out of the way and
feed one end of the plastic
crossbar (the rectangular

piece with the two metal L-Brackets) into the loop.

Similarly feed the other end
of the crossbar into the
opposite fabric loop and
center the crossbar between
the loops. Use the strings
included to secure the cross
bar to fabric loops, by
threading the strings through

the holes at the ends of the cross bar. This is to prevent it
from dropping in water.
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Place the stabilizer blade
between the two L-brackets and
secure with the bolt and wing
nut through the hole in the
blade. 

Please note, once you have put
in the crossbar, it is not
necessary to take it out every

time you deflate the kayak. You can leave this part in place
and simply unscrew the wing nut to remove the stabilizer
blade. Just cover the metal L Brackets with a small towel
when folding up the boat to protect the hull.

You can adjust the stabilizer blade up and down according to
how much “bite” you want your stabilizer to have. Please
make sure to tighten the wing nut very firmly each time you
adjust the stabilizer blade to prevent it from dropping in water.
When you come to shore, you can also put it up so it is
completely out of the way. 

Directional Stabilizer 04 - 

The Directional Stabilizer 04 is
for 2004 and newer models of
Explorer Kayaks 340x, 380x or
420x. It attaches to the
grommet in the stern of
Explorer Kayaks.

To install, first locate the
grommet on the stern of your
340x, 380x or 420x. Insert the
stabilizer blade in the center of
the grommet. Line up the holes
on the grommet with the hole
on the stabilizer blade.

Slide the bolt through the holes
and attach the knurled nut.

Once you have installed the
stabilizer, it is not necessary to
remove it each time you deflate
the kayak.You can adjust the
stabilizer blade up and down
according to how much “bite”
you want your stabilizer to
have. Please make sure to
tighten the knurled nut very

firmly each time you adjust the stabilizer blade to prevent it
from dropping in water. When you come to shore, you can
also put it up so it is completely out of the way. 

Bow and Stern Bags
These bags are great for
storing your stuff in an out-
of-the-way place. Though
not totally waterproof, they
will keep most spray out. 

To install, tie each corner of
the bag to the rope lacing
with the enclosed cord. You
may roll the bow and stern

bags up with your kayak for storage.

Deluxe Kayak Seat
Inflate the DKS using the
large pipe valve and the
large pump nozzle. (See
Valves for details) The DKS
should not be inflated as
hard as the hull of an
Explorer Kayak.  You should
be able to push your finger
about 3/4” into a well

inflated DKS, which will make it firm enough for good back
support. An overinflated DKS will bulge out in the center of
both pillows and not be comfortable to sit on.

For use in the SE-330,
attach the straps to the D-
rings of the seat (as shown
in the above picture) and
place the seat in the boat.
The tubes of the SE330 will
hold the seat in place.

For our Explorer Series
kayaks,  place the inflatable
floor in the boat and then
insert the black strap
through the D-rings on each
side of the pontoons. (Do
not clip strap together at this
point).

Place the inflated DKS seat
between the pontoons and
extend one end of the strap
over the seat of the DKS
and secure by clipping strap
together.



Then attach the straps on
the back of the seat to the
D-Rings on the pontoons of
the boat. There are three
sets of D-rings meant for
use with the DKS. For single
person use, attach the DKS
to the middle set.

For two people, attach your seats to the front and rear D-
rings. The straps can be adjusted for a comfortable seating
position. Owners of older Explorer model kayaks not
equipped with D-Rings can purchase them online at
seaeagle.com.

Fishermen often prefer a
higher seat to get a better
cast. The Deluxe Fly Fishing
seat is available at
SeaEagle.com and provides
3” addition height over the
standard DKS.

SEC Seat
This seat is equipped with
small pipe valves, and
should be inflated with the
small nozzle. (See Valves
for details). 

For use in the SE-330,
place the seat in the boat.
The tubes of the SE330 will

hold the seat in place.

For use in the 340x, 380x & 420x Explorer Kayaks, secure
the SEC seat using the straps that hold the inflatable floor as
explained  above for the DKS seat.

Tall Back Seat
Tall Back Seats for kayaks (not for SE330) provides
maximum back support. The sides of the seat seat wrap
around the paddler giving a secure enclosed feeling. The built
in large rear zipper pack holds drinks and other goodies.

For our Explorer Series
kayaks, lift the strap that
holds the inflatable floor and
push the seat under it.

Attach the front pair of
straps on the back of the
seat to the D-rings on the
pontoons. The straps can
be adjusted for a
comfortable seating
position.The other set of
straps on the back of the
Tall Back seat is not
required for our Explorer

kayaks.

Paddles

Our AB-2 7’ 6” Paddles and
AB-20 8’ Paddles feature
aluminum shafts and ABS
plastic blades. They perform
well for whitewater, ocean
kayaking and touring. They
are joined at the center with
a push-button that snaps in
place when the paddles are

aligned. The AB-2 features two additional push button joints
to disassemble into four pieces.

Our AB-30 8' Double End
Asymmetric Paddles feature
anodized aluminum shaft
with Fibrylon blades. It has a
65 degree feather capability.
It is lightweight, durable and
floats on water.

AB40 8’ Cannon Pro
Paddles are designed for
high performance paddling.
The AB-40s feature a spoon
blade design to slice
through the water with
minimum resistance. 

At the beginning and end of a typical paddling stroke, only the
bottom portion of the blade is under water. This means that
more thrust comes from the portion of the blade below the
shaft than the upper portion. This is why the AB-40 design
has an asymmetrical spoon shaped blade.

The paddle should be positioned with the inward curved side
on the bottom as shown at left. This will give a smooth, even
paddling stroke.

The blades of all our paddles can be either parallel or
feathered, in which case one blade is positioned 90 degrees
to the other.  This can be a big help when paddling into a stiff
breeze because the blade not in the water will slice through
the wind with little resistance. 

Feathering the blades complicates the motion of the stroke,
so it’s not recommended for new kayakers right away.
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SE - 330 Inflation Monitor
The SE-330 features an
inflation monitor diagram to
help you gauge the correct
pressure.

As you inflate your SE-330,
the hull material will stretch

so that the printed diagram will expand to match the clear
plastic strip included with your kayak. 

Inflate the main chambers
so that the pattern on your
hull matches the pattern on
the  clear plastic inflation
gauge.

Most customers become
familiar with the feel of a
properly inflated boat
quickly, and do not need to
check every time. It is a

good idea to use the inflation monitor for the first several
times you inflate your kayak.

Inflation
Hull material and working pressure: The Sea Eagle 330, as
well as floors in the Explorer series and all our seats are
designed to have a moderate working pressure of
approximately .75 psi. The Explorer series Kayaks are made
from our reinforced 1000 denier hull material, which inflates to
3.2 PSI. 

Using an air compressor designed for tires at 50 PSI can
harm a boat designed to work at a far lower working
pressure, so we recommend only using Sea Eagle pumps.
The moderate pressure Sea Eagle 330 should be inflated with
inflation monitor. (see Inflation Monitor section above)

Before starting, locate a relatively flat, clean space to unpack
your boat. Unroll the kayak so it is laid out flat, and locate
your pump.

For the 380x, 340x & 420x
you must place the inflatable
floor within your boat and
strap it down as shown.The
A-41 pump is not capable of
overinflating the reinforced
hulls of the Explorer series,
so pump until no more air
can be added to the

chamber. The MB-100 should be set to 3.2 PSI or 320 mBar
in metric. (See Pumps for details) 

Whitewater Kayaking

Our Explorer 380x, 340x &
420x kayaks are designed
for up to class four
whitewater, and are rough,
capable boats. Whitewater
kayaking is extremely
challenging and rewarding,
but can also be very
dangerous to those that

disrespect the power of moving water.

It is not possible to adequately discuss the topic of whitewater
kayaking in the context of this owner’s manual. Cecil Kuhne’s
“Inflatable Kayaking” (ISBN 0-8117-2810-2) is a great source
of background information on paddling technique. 

Lake and stream paddling
All of our kayaks perform
well in lakes and streams.
Remember to close the
drain valves, and you will
have a totally dry trip. 

One thing you might notice
if you are accustomed to
hardhull kayaks or canoes is
the natural yaw (side to side

motion) of an inflatable kayak. This is a huge benefit in
whitewater or ocean paddling, but it is not always appropriate
for flatwater or sea kayaking. The Explorer series has an
optional Directional Stabilizer (See Directional Stabilizer)
which greatly reduces yaw in flatwater kayaking.

Ocean Kayaking
Sea Eagle kayaks are a
great pleasure on the
ocean. Those not familiar
with the ocean should take
appropriate care, and
always kayak within range
of a lifeguard station. 

You should never go into
ocean waves rougher than

you can handle. Never lose sight of the oncoming waves, and
never, never exhaust yourself in the ocean. It’s always better
to end the day early and safe than push your luck when you
are tired. 

Deflation and Rollup

If you plan on storing your
kayak for more than a few
days, it is best to towel it off
or let the kayak dry in the
sun to remove any excess
moisture which might cause
unsightly mildew.



7

1. First deflate all the valves
and let the kayak deflate for
a minute or two. (See
Valves for details)

2. Roll one side of the kayak
toward the center.        

3. Next roll fold the other
side over the first. The
kayak will still have a bit of
air as shown at left.

4. Starting from the stern,
roll the kayak up like a
sleeping bag. For the most
compact storage it is
important to roll the boat
tightly in the beginning and
keep it tight.

5. Once the boat is rolled up
it is ready to be stored or
carried.

Care and Maintenance
There is very little that you have to do to keep your kayak in almost
new condition for many years.  You may store it inflated or deflated.
If you leave it outside, you should raise it up off the ground and cover
it with a tarp if it is going to be in direct sunlight or exposed to leaves,
berries or rain.

We do not recommend using your boat below 30 degrees fahrenheit.
PVC material can become brittle in extremely cold temperatures.
This will not harm a boat stored in cold conditions as long as it is not
dropped or subjected to a sudden impact in the extreme cold. 

If you store it in a closet, basement or
garage, we recommend picking a cool, dry
spot, making sure the boat is clean and
dry before you pack it up - otherwise mold
can accumulate while it is stored.  

Periodic use of 303 Protectant, available
in the Accessories section of
SeaEagle.com, will improve the UV
resistance of your Sea Eagle.

For stain removal, we recommend the use
of 3M Vinyl Cleaner and Restorer, also
available at SeaEagle.com to remove the
toughest stains.

Life Jackets
Sea Eagle recommends the use of
Coast Guard approved Personal
Flotation Devices (PFD’s) when on
the water. The Sea Eagle Life Jacket
features adjustable closures & nylon
straps for a comfortable, secure fit.
Three sizes are available at
seaeagle.com.

Bow Float
Bow Float is a white water accessory
and it can also be used as a footrest
for the person sitting in the front. For
use in whitewater, first open the two
drain valves in the bow of the 340x,
380x or 420x. 

Place the deflated bow float under
the spray skirt in the bow of your
SE330, 340x, 380x or 420x.

Now inflate it using the cone adapter
that came with your footpump so that
the bow float assumes its shape.

Thigh Straps
Attach the thigh straps to the
top D-Rings of your 340x, 380x
or 420x where the seat is
attached, and to the bottom D-
rings on the floor. Adjust the
straps so that you are
comfortable and secure. Make



sure that they are not too tight so you can always get out
of the kayak easily and quickly. 

Troubleshooting
Leakage of air: If your boat appears a bit soft, it might not be
because of a leak. If the boat was inflated late in the day with
90 degree air, that air might cool 20 degrees overnight. The
cooler air exerts less pressure on the hull, so it could appear
soft the next morning.

If there has been no temperature variation, you need to start
looking for a leak. Below are the three best methods.

1) Visual inspection. Get a good look at your boat from just a
few feet away. Flip it over and closely check over the outside.
Any large leaks should be clearly visible.

2) Listening. If you have a rough idea where your leak is, you
can sometimes hear it in a quiet room.

3) Soapy water. Use a mix of dishwashing liquid and water in
a spray bottle, and spray over suspicious areas. Any leak will
produce bubbles that will pinpoint the location of the leak.

Check your valves: Look, listen, and if necessary, spray
soapy water around your valve and the valve base. Leaky
valves have several causes: 

1) Crossed threads. Make sure that both the inner valve and
the outer cap are firmly screwed together. If threads are
crossed on either item a slow leak could result. A good way to
avoid this is to first turn the outer cap back 1/4 turn.

2) Sand in Diaphragm, threads, or O-ring. Check the black
diaphragm at the bottom of the inner valve for sand between
the diaphragm and the inner valve. Also check the threads on
the inner valve, boat hull, and outer cap for any dirt or sand
which might break the seal. Check the O-ring on the inside of
the outer cap for any sand or contaminants which might break
the seal.

3) Extreme overtightening of inner valve into valve base can
cause a depression in the top of the valve base. In this case,
simply sand the depression out with fine sandpaper to create
a flush surface.

Repairs
Through use you may occasionally puncture your boat. Most
leaks only take a few minutes to repair. Your boat comes with
a repair kit, and additional repair supplies can be ordered
from our website.

Small Repairs: Deflate your boat.  Thoroughly clean and dry
area to be repaired.  For a small puncture (less than 1/8th")
apply a small drop of glue.  Let dry 12 hours. If you need to
get on the water sooner, let dry 30 minutes and then inflate
the boat, inflating the compartment with the repair only 3/4
full.  Be sure to make a permanent repair later.

Patches: Leaks larger than a pinhole can be patched. Most
patches can be done in a few minutes, but we do offer a
repair service for more complex jobs out of warranty. Our
minimum repair fee is $75. and you will be responsible for

freight expenses to our facility in Port Jefferson and return
freight to your destination.

First locate the leak by the
methods above. Soapy water will
bubble out from the source of the
leak.

Thoroughly clean the area
surrounding the leak to remove
any dirt or grime.

Cut a piece of repair material
large enough to overlap the
damaged area by approximately
1/2".  Round off the edges, and
place over the leaking area.
Using a ball point pen, trace the
outline of the patch. Angle the
pen inward a bit so that the ink
will be covered by the patch later.

Apply adhesive to the underneath
side of patch and around the
area to be repaired. Coat the
affected area lightly but
completely with glue. 

Let the glue sit for 2-4 minutes
until it appears tacky.

Place the patch on the damaged
area and press down firmly.
Place a 3-5 pound weight over
the patch and allow 12 hours for
repair to dry.  After patch has
dried, apply glue around the
edges for a complete seal (dry 4
hours).

Additional Accessories

We’re always improving our designs, so  don’t forget to check
SeaEagle.com for new accessories for your kayak.

19 N. Columbia St., Suite 1, Port Jefferson, NY 11777

Ph #: (631) 473 7308 Fax: (631) 473 7398

staff@SeaEagle.com
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